
EURO RETI S.R.L.
di Commisso Vincenzo & C.

935
940
945
950
955

100
120
150
175
200

1,7/2,1
1,7/2,1
1,7/2,1
1,7/2,1
1,7/2,1

25
25
25
25
25

Mesh millimeters  50 x 75

Pvc coated Elettrycally Welded Fence after galvanization and PVC dipped coating, it
can resist the corrosive and ultraviolet radiation very strongly.
Pvc coated Elettrycally Welded Fence  is beautiful and solid, easy to transport and
install, widely used for fencing or enclosure in the highway, railway, airport, housing
area, garden, park, etc.

Packaged on pallets, wrapped in polyethylene film.

PRODUCTION DETAILS :

PVC Coated Elettrically Welded Fence :

Code Height cm Thickness Meters for roll

Detail of the product .

Description of the product : Galvanized round wire
Finiscing : hot-dip galvanized.
Zinc Quantity (g/mq) 50,0 – 60,0 (UNI EN 10244-2)
Tensile ( N/mm2 ): 400 – 550
Elongation (%): A = 8-15 %
Material: Vergella C5D2 Standard UNI EN 10016
Chemical Composition  (%):
C:0,040 – 0,055 Mn:0,50 – 0,60 P:0,004 -0,008 S:0,014 – 0,019 Si:0,15 – 0,17

General informations :

Note : ‘Euro reti srl’ can make changes  without any notice.


